" PALLET, MATERIAL HANDLING, WOOD NSN 3990-00-L10-0629
STRINGER CONSTRUCTION -

TWO-WAY WING TYPE '

38" X 24"

CONSTRUCTION OF
1. SCOPE

1.1 Scope: This specification covers the désign, materials, and
fabricatipn of mate;ial handling pallets.

2. CONSTRUCTION
2.1 Classification:

2.1.1 Pallet shall be wood stringer,construction two-way entry.
Construction shall be IAW this specification and attached drawing. -

2.1.2 Lumber shall conform to MIL STD 731, latest edition, Class 2
structural pine of Group I or all woods in Group 11 may be used.

2.1.2.1 TOP DECKBOARDS (3 ea) shall be nominal 1 X 4s cut 38 inches
Jong surfaced or smooth sawn on one side. Deckboards shall be
~ equally spaced (see drawing).

9.1.2.2 BOTTON DECKBOARDS (2 ea) shall be nominal 1 X 4s cut 38 inches
long surfaced or smooth sawn on one side. Deckboards shall be equally
spaced (see drawing). .

2.1.2.3 STRINGERS shall be nominal 2 X 4s cut 24 inches long, surfaced
or smooth sawn on both top and bottom to a uniform height. The differ-
ence in height between the two ends shall not be more than.1/16 inch,
and the difference in minimum and maximum height of stringers in any one
pallet shall not be greater than 1/16 inch. '

2.1.2.4 NAILS shali be 8d coated. Two (2) nails driven at each
intersection.

3. MARKING

3.1 Marking: Each unit shall be blaca;ded with the following informa-
tion:

a. Contract Number

b. Contractor's Name

c. NSN (National Stock Number)
d. Quantity and Unit of Issue

4. PREPARATION FOR DELIVERY

4.1 Preparation for Delivery: Each unit or bundle shall consist of 10
pallets each, strapped in accordance with standard commercial practice.
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PALLET, MATERIAL HANDLING WOOD, | NSN 3990-00-L10-0761
STRINGER CONSTRUCTION - .

TWO-WAY WING TYPE

101" X 40"

'CONSTRUCTION OF

1. SCOFE

1.1 Scope: This specification covers the design, materials, and
fabrication of material handling pallets. :
2. CONSTRUCTION |

~ .

2.1 Classification:

2.1.1. Pallet shall be wood stringer construction two-way entry.
' Construction shall be IAW this specification and attached drawing.

'2.1.2. Lumber shall conform to MIL-STD-731 , latest edition. Class 2
structural pine of Group I or all woods in Group II may be used.

© 2.1.2.1. TOP DECKBOARDS shall be nominal 1 X 8s (3 each) cut 101 inches
long, surfaced or smooth sawn on one side. Deckboards shall be equally
spaced (see drawing). ’ '

2.1.2.2. BOTTOM DECKBOARDS shall be nominal 2 X 4s (3 ea) cut 101 inches,
surfaced or smooth sawn on one side. Bottom deckboards will be beveled on
bottom ends to facilitate end sliding. The bevel will be 3/4 inch and will
be 1-1/2 inches long (see drawing). Spacing shall be equal (see drawing).

2.1.2.3. STRINGERS (4 ea) shall be nominal 3 X 4s cut 40 inches long,
surfaced or smooth sawn on both top and bottom to a uniform height. The
difference in height between the two ends shall not be more than 1/16 inch,
and the difference in minimm and maximum height of stringers in any one
pallet shall not be greater than 1/16 inch. :

'2.1.2.4. DNAILS shall be 8d coated. Four (4) nails at each intersection,
staggered to prevent wood splitting will be used on the top deckboards.
The bottom deckboards will have two (2) 16d nails driven into the stringers
at eactldintersectim.. Nail heads .shall be driven beneath the surface of
the wood. o

3. MARKING
3.1 Marking: Each unit shall be placarded with the following information:

a. Contract Number

b. Contractor's Name -

c. NSN (National Stock Number)
d. Quantity and Unit of Issue

4, PREPARATION FOR DELIVERY

4.1 Preparation for Delivery: Each unit or bundle shall consist of 10
" pallets each, strapped in accordance with standard commercial practice.
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*~PALLET, MATERIAL HANDLING WOOD, NSN 3990-00-574-9622
_STRINGER CONSTRUGTION » |

TWO-WAY WING TYPE

101" X 51"

CONSTRUCTION OF

) 1 L]

3.

SCOPE

1.1 Scope: This specification covers the design, materials, and
fabrication of material handling pallets.

CONSTRUCTION

2.1 Classification:

2.1.1. Pallet shall be wood stringer construction two-way entry.
Construction shall be IAW this specification and attached drawing.

2.1.2. Lumber shall conform to MIL-STD-731, latest edition. Class 2
structural pine of Group I or all woods in Group II may be used.

2.1.2.1. TOP DECKBOARDS shall be nominal 1 X 8s (3 each) cut 101 inches
long, surfaced or smooth sawn on one side. Deckboards shall be equally
spaced (see drawing). '

2.1.2.2. BOTTOM DECKBOARDS shall be nominal 2 X 4s (3 ea) cut 101 inches,
surfaced or smooth sawn on one side. Bottom deckboards will be beveled on
bottom ends to facilitate end sliding. The bevel will be 3/4 inch and will
be 1-1/2 inches long (see drawing). Spacing shall be equal (see drawing).

2.1.2.3. STRINGERS (4 ea) shall be nominal 3 X 4s cut 51 inches long,
surfaced or smooth sawn on both top and bottom to a uniform height. The
difference in helght between the two ends shall not be more than 1/16 inch,
and the difference in minimum and maximum height of stringers in any one
pallet shall not be greater than 1/16 inch. _

2.1.2.4, NATLS shall be 8d coated. Four (4) nails at each intersection,
staggered to prevent wood splitting will be used on the top deckboards.
‘The bottom deckboards will have two (2) 16d nails driven into the strin%ers
at each intersection. Nail heads shall be driven beneath the surface

the wood. ' '

MARKING

-

3.1 Marking: Each unit shall be placarded with the following information:

a. Contract Number

b. Contractor's Name

c. NSN (National Stock Number) '
d. Quantity and Unit of Issue .’ - :

PREPARATION FOR DELIVERY ' ~

4.1 Preparation for Delivery: Each unit or bundle shall consist of 10
pallets each, strapped in accordance with standard commercial pract:.ce.
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.. 'PALLET, MATERIAL HANDLING, WOOD, NSN 3990-00-110-0630
" STRINGER CONSTRUCTION

TWO-WAY WING TYPE

26" X 16"

CONSTRUCTION OF

1.

SCOPE

1.1 Scope: This specification covers the design, materials, and
fabrication of material handling pallets. :

CONSTRUCTION
2.1 Classification;

2.1.1 Pallet shall be wood stringer construction two-way entry.
Construction shall be IAW this specification and attached drawing.

2.1.2 Lumber shall conform to MIL STD 731, latest edition, Class 2
structural pine of Group I or all woods in Group II may be used.

2.1.2.1 TOP DECKBOARDS (3 ea) shall be nominal 1 X 4s cut 26 inches long
surfaced or smooth sawn on one side. Deckboards shall be equally spaced
(see drawing).

2.1.2.2 BOTTOM DECKBOARDS (2. ea) shall be nominal 1 X 4s cut 26 inches
long surfaced or smooth sawn on one side. Deckboards shall be equally

- spaced (see draw1ng)

2.1.2.3 STRINGERS shall be nominal 2 X 4s cut 16 inches long, surfaced

or smooth sawn on both top and bottom to a uniform height. The difference
in height between the two ends shall not be more than 1/16 inch, and the
difference in minimum and maximum height of stringers in any one pallet
shall not be greater than 1/16 inch.

2.1.2.4 - NAILS shall be 8d coated. Two (2) nails driven at each

" intersection. "

MARKING

3.1 Marki ng; Each unit sha11 be placarded with the following informa-
tion:

a. Contract Number

b. Contractor's Name

c. NSN (National Stock Number)
d. Quantity and Unit of Issue

PREPARATION FOR DELIVERY

4.1 Preparation for Delivery: -Each unit or bundle shall consist of 10
pallets each, strapped in accordance with standard commercial practice.
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NSN: 3990-00-L00-0079

PALLET, TOP,

48” LONG X 40” WIDE

TOP VIEW - CONSISTS OF 8 DECKING BOARDS EVENLY SPACED. BOARDS SHOULD BE 5”
TO 5 %” X 40” ALL BOARDS SHOULD BE SAME SIZE.

BOTTOM VIEW — MADE UP OF 3 SUPPORT BOARDS SPACED. BOARDS SHOULD BE 5” TO 5
%X 48”. ALL BOARDS SHOULD BE SAME SIZE.

NSN: 3990-00-1.00-0081

PALLET TOP,«lSEE USED WITHGEINERSPPALLET NSN 3990-00-L00-0080

64” LONG X 48” WIDE

TOP VIEW- MADE UP OF 10 DECKING BOARDS EVENLY SPACED. BOARDS ARE TO BE
6"WIDE

BOTTOM VIEW -

NSN: 3990-00-L00-0083

PALLET TOP SENEEEEEP! OR PALLET 3990-00-L00-0082.

60” LONG X 48” WIDE

TOP VIEW - 9 BOARDS EVENLY SPACED 5° TO 5 % “. ALL BOARDS SHOULD BE SAME SIZE
BOTTOM VIEW - 3 SUPPORT BOARDS EVENLY SPACED. ALL BOARDS SHOULD BE SAME
SIZE.

GENERAL
APPEARANCE OF

U A L LET
TOP

TOP VIEW G

GENERAL
APPEARANCE OF
S ALLET
TOP

BOTTOM VIEW




NSN: 3990-00-L00-0080

PALLETauiiiuny

64” LONG X 48” WIDE, 2 WAY FRONT ENTRY

TOP VIEW- MADE UP OF 8 DECKING BOARDS, EVENLY SPACED WITH 2 END BOARDS.
BOARDS CANBE 5” TO 5 %”. ALL TOP BOARDS SHOULD BE THE SAME SIZE.

BOTTOM VIEW -

NSN: 3990-00-1.00-0082

PALLEToNENY , 4 WAY

60” LONG X 48” WIDE

TOP VIEW - CONSISTS OF 7 DECKING BOARDS EVENLY SPACED WITH 2 END BOARDS.
BOARDS SHOULD BE 5” TO 5 %”. ALL BOARDS SHOULD BE SAME SIZE.

BOTTOM VIEW - MADE UP OF 6 DECKING BOARDS 2 ON EACH END AND2 CENTERED.
BOARDS SHOULD BE 5” TO 5 %”. ALL BOARDS SHOULD BE SAME SIZE.

SUPPORTS TOBE 1 ¥” X 3 /2” X 60” — 3 EACH

GENERAL
APPEARANCE OF
GNP ALLET
TOP VIEW
RECYCLED

GENERAL
APPEARANCE OF
PALLET
BOTTOM VIEW
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NSN 3990-00-T39-0771

SPECIAL PACKAGING INSTRUCTION

Form Approved
OMB No. 0704-0188
i

. jf@

Thepubhcmpoﬁmqburden!ormmMlnumﬁonuaﬂmudwlmaodayswm including the time for

maintaining the data neaded, and compieting and reviewing the collection of

suggestions for reducing the burden, to Department of Defense, WuhmonHmmm

g existing data sources, gathering and 1}y’

1204, Arlington, Va 22202-4302. Respondents should be aware that notwithstanding any other

regarding this burden esﬂﬂ-horlnymwofhbmﬂmon of Information, including *

Directorale for information Operations and Reports (0704-0188), 1215 Jefferson DMs Highway, Sulte:

1. PRESERVATIONAND PACKING SHALL BE INSPECTED INACCORDANCE WITH MILSTD-2073.

TRACK SHALL BE ASSEMBLED INTO EIGHT (8) SHOE SECTIONS. PRESERVATIVE SHALL BE APPLIED TO

EXPOSED BARE METAL SURFACES. PRESERVATIVEON RUBBER COMPONENTS IS PERMISSIBLEONLY iF
IT ISNOT DETRIMENTAL TO THE RUBBER. APPLICATION MAY BE ACCOMPLISHED BY DIPPING, SPRAYING

OR BRUSHING.

. EACHTRACK SHOE ASSEMBLY SHALL BE PERMANENTLY MARKED PER MIL-PRF-11891. NO OTHER UNIT

PACK MARKING IS REQUIRED. EXTERIOR IDENTIFICATION, CONTRACT DATA MARKINGS AND BAR
CODING IS REQUIRED ON THE SHIPPING CONTAINER, SEE NOTE D.

. PACKING SHALL CONSIST OF FOUR (4) TRACK SHOE SECTIONS (32 SHOE ASSEMBLIES) AND BUNDLED

INACCORDANCE WITH THE REQUIREMENTSON SHEET 2. BUNDLED LOAD SHALL SERVE AS THE

SHIPPING CONTAINER.

DD Form 2169, JUN 1997 (EG)

Previous editions are obsolete.

Page

1 of 2 Pages

nmmmamﬂvmouemww PL:AsEnonornsrumvounmmm%?&?&emmmmmwmwuuwm Pl wina ot '
1. PART OR DRAWING 2. CAGE 3. SPINO.
1 2359466-7 (19207) TRACK SHOE 19207 AK14429686
4. NATIONAL STOCK NO. 5. DATE 8. REVISION
2530-01-442-9686 03-18-02 A
7. QUP ) 8. UNIT PACK WT. 10. UNIT PACK CU - 11. UNIT PACK SRE
1 EACH NONE 35.9 0.614 J 21.0X79X64
12. MILITARY PRESERVATION TETY T a.
MIL-STD-2073, METHQOD 20 STEPS  REQD DESCRIPTION
| 13. CLEANING 1B PRESERVATIVE: MIL-PRF-16173, GRADE 1
MIL-STD-2073 -
14. DRYING 2C IDENTIFICATION: REQUIRED
MIL-STD-2073
15. PACKING |
a. LEVEL A
NOTED
b. LEVELB
NOT APPLICABLE
16. MARKING
MIL-STD-129
17. NOTES/DRAWING S
A QUALITY ASSURANCE PROVISIONS:




NSN 3990-00-139-0771

SPECIAL PACKAGING INSTRUCTION (Continuation Sheet) | ovone oowarss €,

1. PART OR DRAWINGN 2 CAGE 3. SPINO.
12359466-7 (19207) TRACK SHOE 19207 AK14429686 _
4 NATIONAL STOCK NO. . 5. DATF 8. REVISION
2530-01-442-9686 _03-18-02 A
ITEM  DESCRIPTION  QTY NOTE
1. 2X 6 NOMX 48 2 1
2. 2X6NOM X 5-1/2 2 I
3. 108 INCHES LONG 2 2
4. 156 INCHES LONG 2 2 NOTES:
1 _.LUMBER, NUMBER 2 COMMON OR BETTER.
2. STRAPPING, ASTM D 3953, TYPE 1, FINISH B,
SIZE, 1-1/4 WIDE X .031 THICK.
3. NAILING OF BLOCKING PERMIL-STD-1186.
4. USE EDGE PROTECTORSAT SHARP
CONTACT AREAS.
5. POSITION STRAPPING AS SHOWN THROUGH
‘( SLOTS IN TRACK SHOE THROUGH THE FOUR

TRACK SECTIONS AND ENCIRCLE BUNDLE.
6. STRAPPING SHALL ENCIRCLE OUTSIDE
PERIMETER OF BUNDLED TRACK SECTIONS.

SEENOTE 5

13D Form 2169C, JUN 1997 (EG) Previous editions are obsolets Page 2 of 2 Pages



NSN-3996-60-T

-BR
Form Approved
SPECIAL PACKAGING INSTRUCTION Fom Approved %
Ml i bt by o Pt e i
suggestions for reducing the burden, o Depatment of Defense, Washingion Hesdquarters Services, Directorate for Information Operations and Reports (0704-0188), 1215 Jefferson Davis Highway, Sulte
1204, Arfingtan, VA 22202-4302. Respondents should be sware thet notwithstanding any other i of lew, no person shail be subject to any penaity for failing to comply with a cofiection of information if it
m.mwnmmoumm rmzoouorummwrommm ADDRESS
1. PART OR DRAWING NO. (CAGE) NOMENCLATURE 2.CAGE 3.$PINO.
12268550-1 (19207) TRACK T-154 19207 . AK13469233
4. NATIONAL STOCK NO. 6. DATE 6. REVISION
2530-01-346-9233 09-06-2001 D
7.QUP 8.1cQ 9. UNIT PACK WT (LB} 10. UNIT PACK CU {CU. FT.) 11. UNIT PACK SIZE (INCHES)
SEE NOTE B NONE 256.0 3.945 50.5X15.0X9.0
12, MILITARY PRESERVATION {METHOD) 18, 19, 20,
L STEPS . DESCRIPTION
MIL-STD-2073-1, METHOD 20 & NOTE A 1C PRESERVATIVE MIL-PRF-16173, GRADE 1
13. CLEANING
MIL-STD-2073-1, PROCEDURE 1 2D BLOCKING MIL-STD-1186
14. DRYING
SEE NOTEB 3EF STRAPPING ASTM-D-3953, GR 1, TY 1,
18. PACKING HEAVY DUT-Y
SIZE : 374 WIDE X .025 THICK
a. LEVEL A
MIL-STD-2073-1 & NOTE F
b. LEVEL B
NOT APPLICABLE
16. MARKING
MIL-STD-129 AND NOTE G

17. NOTES/DRAWING
A. QUALITY ASSURANCE:
1. INSPECT PRESERVATION AND UNIT PACK IN ACCORDANCE WITH MIL-STD-2073-1.
2. INSPECT THE PACKING IN ACCORDANCE WITH MIL-STD-1186 .

B. ASSEMBLE SHOES INTO EIGHT ( 8 ) SHOE SECTIONS FOR THE UNIT PACK DEFINED IN NOTE E, AND AS
ILLUSTRATED ON PAGE 2.

C. COAT UNPAINTED EXTERIOR METALLIC SURFACES WITH PRESERVATIVE.

D. DIMENSIONS OF BLOCK C ( SEE PAGE 2) SHALL BE NOMINAL 2 IN. X 8 IN. X COMBINED THICKNESSES OF
BLOCKS B PLUS DIMENSION OF WIDTH OF OPENING FOR TRACK CENTERGUIDE. DIMENSION OF OPENING
BETWEEN BLOCKS B SHALL ACCOMODATE WIDTH OF TRACK CENTERGUIDE, AND WILL VARY DUE TO
VARIATIONS IN TRACK CENTERGUIDE WIDTHS.

SECURE ITEMS B TO ITEMS A AND SECURE ITEMS A TO ITEMS C, AS SHOWN ON PAGES 2 AND 3, WITH
NAILS CONFORMING TO ASTM F1667.

E. POSITION TRACK SHOE ASSEMBLY ON BLOCKING AND APPLY STRAPPING AS SHOWN ON PAGE 2. SEE
ILLUSTRATION FOR PLACEMENT OF STRAPPING. THIS STRAPPED UNIT IS TO BE CONSIDERED THE UNIT PACK.

F. FOR SHIPPING CONSOLIDATE TWO UNIT PACKS AND SECURE WITH STRAPPING AS SHOWN ON PAGE 3. THE
STRAPPED BUNDLE SHALL SERVE AS THE SHIPPING UNIT.

G. QUANTITY PERUNIT PACKIIS (8) EA. SHIPPING UNIT CONSISTS OF TWO UNIT PACKS ( QUANTITY AND UNIT OF
ISSUE (16 ) EA. )

DD FORM 2189, JUN 1997 (EG) sn - ce10.002 PREVIOUS EDITIONS ARE OBSOLETE Page 1 of 3 Pages




NSN 3990-00-T39-0774

SPECIAL PACKAGING INSTRUCTION (continuation shest)

Form Approved
OMB No. 0704-0188

-BR

The public reporting burden for this collaction of information is estimaled to average 30 days per response, including the time for reviewing insiuctions

data

pathering and

) Q existing
maintaining the data needed, and compieting and raviewing the cotiection of informetion. Sand comments reganding this burdan astimats or any other aspect of this collection of information, including

supgestions for recucing the burdan, to Dapartment of Defense, Washington Headquarters Servicss, Dirsciorate for Information Operations and Re)

porty (0704-0188), 1215 laffecson Davia Highway, Sulte

1204, Arfinglon, VA 222024302, Respondents should be sware that notwithstanding any other provision of law, no person shail be subject ta any penafty for falliing to comply with & collection of information

if it doas not a valid OMB control number, PLEASE DO NOT RETURN YOUR FORM TO THIS ADDRESS -
1. PART OR DRAWING NO. (CAGE) NOMENCLATURE 2. CAGE 3. 8Pi NO.
12268550-1 (19207) TRACK T-154 19207 AK13469233
4. NATIONAL STOCK NO, 8. DATE 8. REVISION
2530-01-346-9233 09-06-2001 D

17. NOTES/DRAWING

DETAIL A (2REQD)
2x 6 NOMINAL LUMBER

3
43
DETAIL B (8 REQ'D) DETAIL C (2REQ'D)
2x 6 NOMINAL LUMBER 2x 6 NOMINAL LUMBER
NOTE
e 10-1/2 le— SEE —»

NOTE D

MATERIAL: LUMBER TO BE GROUP IOR Il
IN ACCORDANCE WITH ASTM D6199

DD FORM 2189, JUN 1997 (EG) sri-ao11-002

PREVIOUS EDITIONS ARE OBSOLETE

Page 2

of 3 Pages




NSN 3990-00-T39-0774

-BR
SPECIAL PACKAGING INSTRUCTION (continuation snest) Form Approved
OMB No. 0704-0188
The public reporting burden for this collection of information is estimated to average 30 days par response, including the tims for reviewing instructions, ? duta sources, gathering and
maintaining the data needed, and compieting and reviewing the collection of information. Send comments regarding this burdan estimate or any other aspect of this collaction of information,

for reducing the burden, to Dapartment of Dafense, Washington Headquarters Services, Dicectorate for information Operations and Reports (0704-0188), 1215 Jefferson Davis Higtway, Sulle
1204, Ariinglon, VA 22202-4302. Respondents should be sware that notwithstanding sny other provision of law, no person shall be subject to any penalty for failing (o comply with a collection of information
¥ it dose not display & currently valid OMB control numbaer. PLEASE DO NOT RETURN YOUR FORM TO THiS ADCRESS i

1. PART OR DRAWING NO. (CAGE) NOMENCLATURE 2. CAGE 3.SPIND.
12268550-1 (19207) TRACK T-154 19207 AK13468233
4. NATIONAL STOCK NO. 5. DATE €. REVISION
2530-01-346-9233 09-06-2001 D

17. NOTES/DRAWING

DD FORM 2169, JUN 1997 (EG) su-comem  PREVIOUS EDITIONS ARE OBSOLETE Page 3 of 3 Pages




NSN 3990-00-T39-0831

| SPECIAL PACKAGING INSTRUCTION o o rokrss M

Public reporling burden for this callectien of micamaticn 15 estimaled to averaga 30 days per respense, ncluding the tune for revigwng NSTUCIIONS, searching exisung dzla sotrces, gathenng and ma:ntaining

the dala nesded, and completing and reviewir.g tha collection of informetion. Send comments ragarding this burden estrmale or any cther aspect of (hls collaction of information, including suggest:ons for

educing Lhis burden, (o Washingion Headquarters Services, Directorale for Informalion Operations and Reports, 1215 Jetferson Davis Highway, Suile 1204, Arlinglan, Va 22202-4302, ano to the Off.ce ¢f
tAsnggament end Budgel, Paperwork Reduction Profect(0704-0188). Washinglon. 0C 20503. Pleass co nci ratum yout femm 10 euher of thesa addrasses.

7. PART OR DRAWING NO. [CAGE} NOMENCLATURE 2. CAGE 3, SPINO.
8705914 (19207) TRACK SHOE, VEHICULAR 19207 AK06929316
4. NATIONAL STOCK NO. 5. DATE OF DRAWING 8. REVISION
2530-00-692-9316 10-19-99 L
7. QUP 8. 1ca 3. UNIT PACK WT.(LB} | 10. UNIT PACK CU (CU. FT.} 11, UNIT PACK SIZE_ |INCHES)
1 EACH NONE 70.0 1.479 28.1X10.7X85
18. 19, 20.
sTePS | REGD DESCRIPTION
12. MILITARY PRESERVATION 1-C ITEM PREPARATION: SEE NOTE
MIL-STD-2073-1C, METHOD 20 & NOTE A .
13, CLEANING 2D . | PRESERVATIVE: MIL-PRF-16173, GR 1
MIL-STD-2073-1C &NOTE B v,
4. DRYING 3 IDENTIFICATION REQUIRED
MIL-STD-2073-1C &NOTE B
16. PACKING | 4-F BLOCKING/BRACING: MIL-STD 11886
a LEVELA -
MIL-STD-2073-1C 5-F STRAPPING, STEEL: ASTM D 3953. SEE NOTE
b. LEVELB
MIL-STD-2073-1C
16. MARKING
MIL-STD-1289

1. NOTES/ORAWINGS

A. THE UNIT PACK SHALL PROVIDE PHYSICAL AND MECHANICAL PROTECTION TOGETHER WITH A
PRESERVATIVE COATING.

B. CLEAN AND DRY ITEM BY ANY SUITABLE PROCESS BEFORE APPLICATION OF PACKAGING MATERIALS.

C. ASSEMBLE INTO (8) SHOE SECTIONS.

D. PRESERVATIVE SHALL BE APPLIED TO ALL UNPAINTED METAL SURFACES IAW ITEM DRAWING.
APPLICATION MAY BE ACCOMPLISHED BY DIPPING, SPRAYING OR BRUSHING. PRESERVATIVE ON
RUBBER COMPONENTS IS PERMISSIBLE.

E. PACK TWO SECTIONS OF (8) EACH SHOES FLAT AS SHOWN ON PAGE 2.

F. TYPE 1, FINISH A, 1-1/4 WIDE STRAPPING SHALL BE WRAPPED ARCUND TRACK SHOES SECURING
SHOES TO BLOCKING. SEE PAGE 2 [TEM D.

TYPE 2, FINISH A, 1-1/4 WIDE STRAPPING SHALL BE WRAPPED AROUND EACH END OF THE BLOGKING AND
SECURED IN PLACE WITH NAILS. SEE PAGE 2 ITEM E.

DD Form 2169, SEP 96 Previous editions are obsolete, Page 1 of 2 Pages
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the data naeded, and compialing and reviewing 1he collacucn of infformalion. Send commers cegaraing this burden est:mate or any othar aspe<: of this colligction of informaton, incluaomy suggestons for
regucing this burden, to ‘Washington Headguarters Sesvicas, Dicectarate for Infarmaticn Operatons 2ng Reperts, 1215 Jefierson Qavis Highway, Suile 1204, Adington, Va 22202-4302, and 10 the Ofiice of
Managsment and Budgat, Panerwark Reduciiza Projec{0704-0188), Washington, DC 20503. Plaase do not relurn your isrm (o either of these sddresses.

1. PART OR DRAWING NO. (CAGE} NOMENCLATURE 2. CAGE 3. SPINO.
8705914 (19207) TRACK SHOE, VEHICULAR 19207 AKQB928316
4. NATIONAL STOCK NO, 5. DATE 6. REVISION
2530-00-692-9316 10-18-99 L

17. NOTES/DRAWINGS CONTINUED

e SECURE BY NAILING

TRACK SHOE ASSEMBLY

STAGGER GUIDES
AS SHOWN

BLOCKING /BRACING /STRAPING
ITEM SIZE QTY

@ 2X5(MCMIXE0 2 EA.

e 2X5(NOM)X8 8 EA.
@ 2%2(NOM)X16 4 EA.
@ 1 1/4 METAL STRAPPING

@ 1 1/4 METAL STRAPPING
SECURED BY NAILING

DD Form 216SC, SEF 96 Pravious editions are obsolute Page 2 of 2 Pages
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g the data needed, and

Publk: reporiing burden for this colecton of information is estimated 1o average 30 days uer wsponso lndudmg tha time for raviewing instructions, searchi
! completing and reviewing the coll burden esil

suqnesﬂons {or reducing this burden, 1o Washington Headquarters SeMces Oireclorate lor Infomtmn Operations and Reports, 1215 Jelfersen Davis Hig
{a tha Office of Management and Budgs), Pzperwork Reduciion Projeci(0704-0188), Washington, OC 20503. Please do net zelurn yous form to either of these addressas.

ng existing data sourcas, gathering and
or any other aspect of (his collection of information, including i
hway, Suite 1204, Asfingéon, Va 222024302, and‘

T

1. PART OR DRAWING NO. (CAGE] NOMENCLATURE

2. CODE INDENT 3. SPI NG,

11677988-6 (19207) SHOE ASSEMBLY, TRACK 19207 AK 00782808
4. NATIGNAL STOCK NO. 5. DATE OF DRAWING 6, REVISION
2530-00-078-2908 1-8-98 G
7. aup 5. ica S. UNIT PACKWT. _(LB) 10. UNIT FACKCU _ (CU.FT) 14 UNIT PACKSIZE__(INCHES)
001 EA NONE 20.6 LBS 0.406 CUFT 15.0X7.6X6.2
12. PRESERVATION 18. 18, 20.
STEPS | REGD DESCRIFTION
a LEVELA 1B | AR | PRESERVATIVE: MIL-C-18173 GRADE 1

MIL-STD-2073-1C, METHOD 20

b, LEVEL B

NOT APPLICABLE

13, CLEANING

MIL-STD-2073-1C

14. DRYING

MIL-8TD-2073-1C

15, PACKING l

o, LEVELA

MIL-STD-2073-1C

b. LEVEL B

NOT APPLICABLE

18. MARKING

MIL-STD-129 AND NOTE C

A. PRESERVATION AND PACKING SHALL BE INSPECTED IN ACCORDANCE WITH MIL-STD-2073.

B. SHOES SHALL BE ASSEMBLED INTO (8) SHOE TRACK SECTIONS, PRESERVATIVE SHALL BE APPLIED TO ALL
EXPOSED UNPAINTED METAL SURFACES. PRESERVATIVE ON RUBBER COMPONENTS IS PERMISSIBLE.
APPLICATION MAY BE ACCOMPLISHED BY DIPPING, SPRAYING OR BRUSHING.

C. EACH TRACK SHOE ASSEMBLY SHALL BE PERMANENTLY MARKED PER MIL-DTL-11881 WITH: (1) NSN, (2)
MANLUFACTURER'S NAME OR CODE NUMBER, (3) MONTH AND YEAR OF MANUFACTURE AND (4) COMPOUND
NUMBER. NO OTHER UNIT PACK MARKING IS REQUIRED. EXTERIOR IDENTIFICATION AND CONTRACT DATA
MARKINGS SHALL BE REQUIRED ON THE SHIPPING CONTAINER.

D. FOUR (4) TRACK SHOE SECTIONS (32 SHOE ASSEMBLIES TOTAL) SHALL BE BUNDLED AS [LLUSTRATED AND
IN ACCORDANCE WITH THE DETAILED REQUIREMENTS SET FORTH ON SHEET 2.

E. ALL LUMBER MEMBERS ILLUSTRATED ON SHEET 2 SHALL CONFORM TO ONE OF THE FOLLOWING SPECIES
OF WOOD: DOUGLAS FIR, TAMARACK, WESTERN LARCH, HEMLOCK, SOUHTERN YELLOW PINE, SOFT MAPLE,
SWEETGUM, SYCAMORE, TUPELO, SOFT ELM, CALIFORNIA MAFLE OR CALIFORNIA BLACK OAK.
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"1, PART OR DRAWING NO, (CAGE] NOMENGLATURE 2. CODE INDENT 3. SPINO.

11677988-6 (18207) SHOE ASSEMBLY TRACK 19207 AK 00782808

4. HATIONAL STOCK NO. 5, DAJE SUBMITTED (YYMMOD) 6, REVISION

2530-00-078-2908 1-8-90

17. NOTES/DRAWINGS CONTINUED

NOTE: ITEM C IS PLACED DIRECTLY OVER ITEM B.

A. BLOCKING: SEE NOTE E (1 EACH).
B. STRAPPING: SIZE % X .035 X 70 INCH (2 EACH)
C. STRAPPING: SIZE % X .035 X 120 INCHES (2 EACH)

ITEM B AND C SHALL CONFORM TO A-A-1007 TYPE |,
CLASS B.

2EA. NOMINAL:
2X 6\ N\
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